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D =

Un = kV

In = A

Icc = kA/s HARDWARE TYPE

RECOMMENDED TIGHTENING TORQUE
[Nm]

3/8" 1/2" 5/8"
M8 M10 M12 M14 M16

STAINLESS STEEL 15 35 60 90 140
EN AW-7075 (AL. ALLOY) 10 20 40 60 90

ZINC COATED STEEL 20 45 75 120 180
SILICON BRONZE 27 55 75

AL CORONA END CAP
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REF Nº: LB

FIRST ANGLE PROJECTION

-TOLERANCES-

DIMENSION TYPE ISO 8062

ANGLES 2

NOTES:
 
1   MATERIAL: EN 1706 AC-42100 (Al. ALLOY 356 ASTM B26) 
2   HARDWARE MATERIAL: A2 STAINLESS STEEL.
3   SURFACE FINISH: AS CAST.
4   RECOMMENDED WELDING PROCESS: TIG OR MIG 
    THE WELD WITH THICKNESS (A > 8 MM) TO BE MADE OVER
    THE COMPLETE CONTOUR,  IN ORDER TO SEAL OFF INTERFACE
    BETWEEN THE WELDED COMPONENTS
5   DRAWING UNITS: LENGTH: (mm); FORCE: (N); TORQUE: (Nm);
    TIME: (s); TEMPERATURE: (°C)
6   CLEAN CONDUCTOR & CONTACT SURFACES. THEN SCRATCH-BRUSH
    CONDUCTOR & CONTACT SURFACES UNDER CONTACT GREASE.

NOTES:
 
1   MATERIAL: EN 1982-CC491K-GS (Cu. ALLOY 115 ASTM B30)
2   HARDWARE MATERIAL: A2 STAINLESS STEEL.
    HARDWARE MATERIAL: SILICON BRONZE
3   SURFACE FINISH: AS CAST.
4   CATALOGUE NUMBER RAISED MARKING H:4÷5mm.
5   DRAWING UNITS: LENGTH: (mm); FORCE: (N); TORQUE: (Nm);
    TIME: (s); TEMPERATURE: (°C)
6   CLEAN CONDUCTOR & CONTACT SURFACES. THEN SCRATCH-BRUSH
    CONDUCTOR & CONTACT SURFACES UNDER CONTACT GREASE.
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REF Nº: LBGE-01

FIRST ANGLE PROJECTION

-TOLERANCES-

DIMENSION TYPE ISO 8062

ANGLES 2

NOTES:
 
1   MATERIAL: EN 1706 AC-42100 (Al. ALLOY 356 ASTM B26) 
2   HARDWARE MATERIAL: A2 STAINLESS STEEL.
3   SURFACE FINISH: AS CAST.
4   RECOMMENDED WELDING PROCESS: TIG OR MIG 
    THE WELD WITH THICKNESS (A > 8 MM) TO BE MADE OVER
    THE COMPLETE CONTOUR,  IN ORDER TO SEAL OFF INTERFACE
    BETWEEN THE WELDED COMPONENTS
5   DRAWING UNITS: LENGTH: (mm); FORCE: (N); TORQUE: (Nm);
    TIME: (s); TEMPERATURE: (°C)
6   CLEAN CONDUCTOR & CONTACT SURFACES. THEN SCRATCH-BRUSH
    CONDUCTOR & CONTACT SURFACES UNDER CONTACT GREASE.

NOTES:
 
1   MATERIAL: EN 1982-CC491K-GS (Cu. ALLOY 115 ASTM B30)
2   HARDWARE MATERIAL: A2 STAINLESS STEEL.
    HARDWARE MATERIAL: SILICON BRONZE
3   SURFACE FINISH: AS CAST.
4   CATALOGUE NUMBER RAISED MARKING H:4÷5mm.
5   DRAWING UNITS: LENGTH: (mm); FORCE: (N); TORQUE: (Nm);
    TIME: (s); TEMPERATURE: (°C)
6   CLEAN CONDUCTOR & CONTACT SURFACES. THEN SCRATCH-BRUSH
    CONDUCTOR & CONTACT SURFACES UNDER CONTACT GREASE.
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REF Nº: LB

FIRST ANGLE PROJECTION

-TOLERANCES-

DIMENSION TYPE ISO 8062

ANGLES 2

NOTES:
 
1   MATERIAL: EN 1706 AC-42100 (Al. ALLOY 356 ASTM B26) 
2   HARDWARE MATERIAL: A2 STAINLESS STEEL.
3   SURFACE FINISH: AS CAST.
4   RECOMMENDED WELDING PROCESS: TIG OR MIG 
    THE WELD WITH THICKNESS (A > 8 MM) TO BE MADE OVER
    THE COMPLETE CONTOUR,  IN ORDER TO SEAL OFF INTERFACE
    BETWEEN THE WELDED COMPONENTS
5   DRAWING UNITS: LENGTH: (mm); FORCE: (N); TORQUE: (Nm);
    TIME: (s); TEMPERATURE: (°C)
6   CLEAN CONDUCTOR & CONTACT SURFACES. THEN SCRATCH-BRUSH
    CONDUCTOR & CONTACT SURFACES UNDER CONTACT GREASE.

NOTES:
 
1   MATERIAL: EN 1982-CC491K-GS (Cu. ALLOY 115 ASTM B30)
2   HARDWARE MATERIAL: A2 STAINLESS STEEL.
    HARDWARE MATERIAL: SILICON BRONZE
3   SURFACE FINISH: AS CAST.
4   CATALOGUE NUMBER RAISED MARKING H:4÷5mm.
5   DRAWING UNITS: LENGTH: (mm); FORCE: (N); TORQUE: (Nm);
    TIME: (s); TEMPERATURE: (°C)
6   CLEAN CONDUCTOR & CONTACT SURFACES. THEN SCRATCH-BRUSH
    CONDUCTOR & CONTACT SURFACES UNDER CONTACT GREASE.
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REF Nº: LBGE-01

FIRST ANGLE PROJECTION

-TOLERANCES-

DIMENSION TYPE ISO 8062

ANGLES 2

NOTES:
 
1   MATERIAL: EN 1706 AC-42100 (Al. ALLOY 356 ASTM B26) 
2   HARDWARE MATERIAL: A2 STAINLESS STEEL.
3   SURFACE FINISH: AS CAST.
4   RECOMMENDED WELDING PROCESS: TIG OR MIG 
    THE WELD WITH THICKNESS (A > 8 MM) TO BE MADE OVER
    THE COMPLETE CONTOUR,  IN ORDER TO SEAL OFF INTERFACE
    BETWEEN THE WELDED COMPONENTS
5   DRAWING UNITS: LENGTH: (mm); FORCE: (N); TORQUE: (Nm);
    TIME: (s); TEMPERATURE: (°C)
6   CLEAN CONDUCTOR & CONTACT SURFACES. THEN SCRATCH-BRUSH
    CONDUCTOR & CONTACT SURFACES UNDER CONTACT GREASE.

NOTES:
 
1   MATERIAL: EN 1982-CC491K-GS (Cu. ALLOY 115 ASTM B30)
2   HARDWARE MATERIAL: A2 STAINLESS STEEL.
    HARDWARE MATERIAL: SILICON BRONZE
3   SURFACE FINISH: AS CAST.
4   CATALOGUE NUMBER RAISED MARKING H:4÷5mm.
5   DRAWING UNITS: LENGTH: (mm); FORCE: (N); TORQUE: (Nm);
    TIME: (s); TEMPERATURE: (°C)
6   CLEAN CONDUCTOR & CONTACT SURFACES. THEN SCRATCH-BRUSH
    CONDUCTOR & CONTACT SURFACES UNDER CONTACT GREASE.

PART NUMBER OD ID TUBE MIN. ID TUBE MAX. C

LB5X3M6GE10 50 28 36 40

LB5X4M5GE10 50 37 45 40

LB6X4M6GE10 60 38 46 40

LB6X5M5GE10 60 47 56 40

LB6M3X5M3GE10 63 45 53 30

LB6M3X4M9GE10 63 41 49 30

LB7X5M6GE10 70 48 56 40

LB7X6M5GE10 70 57 65 40

LB7M5X6M5GE10 75 57 65 40

LB8X6M6GE10 80 58 66 40

LB8X7M5GE10 80 67 75 40

LB9X7M5GE10 90 67 75 40

LB9X7M6GE10 90 68 76 40

LB9X8M5GE10 90 77 85 40

LB10X8M6GE10 100 78 86 40

LB10X9M5GE10 100 87 95 40

LB12X9M5GE10 120 87 96 40

LB12X9M7GE10 120 89 97 40

LB12X10M6GE10 120 98 106 40

LB12X11GE10 120 100 110 40

LB12X11M5GE10 120 107 115 40

LB12M7X11M5GE10 127 107 115 40

PART NUMBER OD ID TUBE MIN. ID TUBE MAX. C

LB14X12M6GE10 140 118 126 40

LB14X13M5GE10 140 127 135 40

LB15X13M6GE10 150 128 136 40

LB15X14M5GE10 150 137 145 40

LB16X13M7GE10 160 129 137 40

LB16X14M6GE10 160 138 146 40

LB16X15M5GE10 160 147 155 40

LB17X15M6GE10 170 148 156 40

LB17X16M5GE10 170 157 165 40

LB19X17M7GE10 190 169 177 40

LB20X18M6GE10 200 176 186 40

LB20X19M5GE10 200 187 195 40

LB22X20M6GE10 220 198 206 40

LB22X21M5GE10 220 207 215 40

LB25X22M7GE10 250 219 227 40

LB25X23GE10 250 224 230 40

LB25X23M5GE10 250 228 235 40

LB25X23M6GE10 250 228 236 40

LB25X24M5GE10 250 234 245 40

LB30X27M8GE10 300 268 278 40

LB30X28M6GE10 300 278 286 40

LB30X29M5GE10 300 287 295 40

M6X12 - DIN914

FOR DAMPING CABLE VERSION SUBSTITUTE THE END OF THE PART NUMBER (GE10) TO: GE16 (Ø15.0-21.0)  GE11 (Ø21.0-29.5)  GE13 (Ø29.5-35.0) GE15 (Ø35.0-42.0)

In case of order fill the form in page 210-211 SBI CONNECTORS │ SUBSTATION CATALOGUE│ 137 




